North Sea

Measurement Workshop

Pairing Small Volume Provers with
High- Precision, High-Flowrate Meters

by

Marc Buttler, Emerson Automation Solutions

nel



North Sea

Purposes of Proving

W

Measurement Workshop

Establish meter factors

Determine if meter factors change as operating conditions change
Establish meter reliability and reproducibility over time

Verify meter accuracy and repeatability

Meet contractual and regulatory requirements

Reduce uncertainty

Anticipate meter failures
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Pipe Provers

W

Also referred to as:
e Ball Provers
e Bi-Di Provers

Can be Uni-directional
or Bi-directional

Detector Switches

m"fﬁﬁ

Pre Run
Volume

Calibrated
Volume
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Small Volume Provers

Also referred to as:
* Captive-Displacement Prover ... ...
« Compact Prover N
* Piston-type Prover

e Iniet




Measures of
FL®&W

Proving Quality
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The Coriolis Meter Advantage
In Proving Applications

Reproducibility of Coriolis vs. Traditional Technologies

Coriolis vs.
Flow Rate

— Lower Flow Rate

Meter Factor

— Higher Flow Rate |
Py
Viscosity 5%
— Lower Viscosity E’
— Higher Viscosity e
S
o
0.9800 1.0000 1.OI200

Meter Factor
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Proving Challenges

W

Measurement Workshop

Proving Costs

— Prover size
— Prover Maintenance

— Proving Efficiency
and First Pass Yield

Proving Performance

— Pulse Stability
— Condition Stability
— Meter Response Time

— Statistical Data and
Uncertainty
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Repeatability and
Number of Runs FLUJ

Average Meter Factor and Uncertainty As Runs Increase
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Progressive Uncertainty
and Repeatabi I ity Measurement Workshop
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North Sea
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Progressive Uncertainty
and Repeatabi I ity Measurement Workshop

W

Just Passed Repeatability in First 6 Runs
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Progressive Uncertainty 3]
and Repeatability

Easily Passed Repeatability in 10 Runs
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Progressive Uncertainty UJ
and Repeatability

Failed Repeatability in First 5 Runs
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Prover Sizing
and SeleCtion Measurement Workshop
 The Total Prove Time (TPT) can help predict prover size.

o Total Prove Time (TPT) = total data collection time
(prover displacer moving between the detector switches):

Base Prover Volume (BPV)
Flow Rate

TPT=

X (#of runs) x (# of passes per run)

e The estimated minimum TPT predicts what prover size Is
needed to achieve the target meter factor uncertainty.

Pass time must always be > 0.5 seconds
and pre-run time must always be > 0.25 seconds

No] (K




Examples of
Estimated Minimum TPT

North Sea

Measurement Workshop

CMF200

CMF300

CMF350

CMF400

CMFHC2

CMFHC3

CMFHC4

Base Prover Volume (BPV)
Flow Rate

TPT=

X (#of runs) x (# of passes per run)

Table shows velocity In
the meter and estimated
minimum TPT for each
meter size and flow rate

Velocity in the meter should

remain < 18.3 m/s (60 ft/s)

Above 60 fps

Above 60 fps

Above 60 fps

Above 60 fps

Above B0 fps

Above 60 fps

Above 60 fps

40-60 fps
30-75 sec TPT

13,000 BPH

40-60 fps
30-75 sec TPT

30-40 fps
20-30 sec TPT

8500 BPH

40-60 fps
30-75 sec TPT

30-40 fps
20-30 sec TPT

40-60 fps
30-75 sec TPT

30-40 fps
20-30 sec TPT

40-60 fps
30-75 sec TPT

30-40 fps
20-30 sec TPT

40-60 fps
30-75 sec TPT

30-40 fps
20-30 sec TPT

30-40 fps
20-30 sec TPT

40-60 fps
30-75 sec TFT

15-30fps.
205ec TPT

15-30 fps
20 sec TPT

1530 fps
20 sec TPT

15-30 fps
20sec TPT

15-30 fps
20 sec TPT

15-30 fps
20 sec TPT

6500 BPH

5700 BPH

5200 BPH

4250 BPH

3500 BPH

30-40fps
20-30s0C TPT

15-30fps
20 sec TPT

7.5151ps
10sec TPT

75151ps
10 sec TPT

75-151ps
10 sec TPT

7.5-151ps
10 sec TPT

75-151ps
10 sec TPT

75-151ps
10 sec TPT

3250 BPH

2600 BPH

2300 BPH

2200 BPH

2125 BPH

1740 BPH

upto 7.51ps
5sec TPT

1625 BPH

up to 7.5 fps
5sec TPT

upto7.51ps
5sec TPT

upto7.51ps
5sec TPT

7515fps
10 sec TPT

upto7.51fps
5sec TPT

upto7.51ps
5sec TPT

upto7.51ps
5sec TPT

=+01%
accuracy

=+01%

accuracy

=+01%

accuracy

=+01%

accuracy

=:01%
accuracy

1500 BPH

1300 BPH

1100 BPH

1060 BPH

870 BPH

750 BPH

640 BPH

550 BPH

470 BPH

435 BPH

320 BPH

275 BPH

220 BPH

160 BPH

110 BPH

55 BPH




Prover Sizing Examples gz o
Method 1: BPV (5 passes) = whmmsm

Determine the Base Prover Volume (BPV):

TPT x Flow Rate
BPV=
(#of Runs)x(Passes per Run)

If:

e Flow rate = 1000 m3/hr = 0,28 m3/s

e Est. min. TPT = 20 seconds

5 single-pass runs (5 passes total)
Then:

e BPV=(20X0,28)+~(5X1)=11m3



Prover Sizing Examples &4
Method 1: BPV (30 passes) = s

Determine the Base Prover Volume (BPV):

TPT x Flow Rate
BPV=
(#of Runs)x(Passes per Run)

If:

e Flow rate = 1000 m3/hr = 0,28 m3/s

e Est. min. TPT = 20 seconds

10 runs with 3 passes per run (30 passes total)
Then:

« BPV =(20 X 0,28) ~ (10 X 3) =0,18 m3



Prover Sizing Examples
Method 2: Total Passes

Determine the total number of passes needed:

Flow Rate

Total Passes = TPT x

I

* Flow rate = 360 m3/hr = 0,1 m3/s

e Est. min. TPT = 30 seconds

e BPV=0,6m3

Then:

« BPV =(30X0,1) +(0,6) =5 passes

Base Prover Volume (BPV)



Prover Sizing Examples
Method 2: Total Passes

Determine the total number of passes needed:
Total Passes = TPT x

I

* Flow rate = 360 m3/hr = 0,1 m3/s

e Est. min. TPT = 30 seconds

« BPV =0,25m’ Could be:

Then: 4 runs with 3 passes each

« BPV =(30X0,1) +(0,25) = 12 passes

Flow Rate

Base Prover Volume (BPV)




Prover Sizing
C O n S i d e rat i O n S Measurement Workshop

 Increasing BPV will allow for fewer passes
— Reduced runs (less long-term wear and tear)
— Shorter overall prove time

* Increasing passes will allow for a smaller prover
— Smaller BPV (lower capital investment)
— Longer overall proving time

e Guidelines are based on conservative estimates



Example FL.UJ

Online Prover Sizing Tool © s

B BPV E Number of Passes =

TOTAL PROVE TIME CALCULATION @

Enter the information below to see the Total Prove Time calculations and recommendations.

Sensor Model

CMFHC4

Proving Flow Rate Units

Results

Total Prove Time (Sec)
o
Minimum TPT
E o
FAVORABLE
Base Prover Volume (BPV) Units

Alt te Opti
@ ——

The parameters you have entered indicate

Dresfied N 6 e high probability of good proving results

“ ! Next Steps

5
) Go to BPV calculator

Number of Passes per Run » Goto Number of Passes calculator

Save/Print PDF of these results

SUBMIT




Coriolis Meters are
Ideal as Master Meters

) ) l %. “ ‘1"
F— o — \l

Unllmlted Pass Tlme per Run

Mass and/or Volume Proving
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Summary

W

Measurement Workshop

More data gives better measure of repeatability

Larger prover volume (BPV) captures more data with
each pass

— Can reach est. min. TPT with fewer passes

— Reduced runs (less long-term prover wear and tear)

— Shorter overall prove time

Collecting more runs/passes captures more data
— Can reach est. min. TPT with a smaller prover

— Smaller BPV (lower capital investment)

— longer overall proving time

Master Meter provers do not restrict run time



Conclusion

Proving best practices are the path to:

* More efficient proving

* Lower costs
e Superior measurement confidence

Stable i1s Better!
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Thank You! F@U
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